1.1.0
1.2.0
1.3.0
1.4.0
1.5.0
1.6.0
1.7.0
1.8.0
1.8.1
1.8.2
1.8.3
1.84
1.85
1.8.6
2.1.0
220
3.0.0
3.1.0
3.2.0
4.0.0
5.0.0

UCC (1) JOB NO. P0207

DATA SHEET FOR FA SILO VENT FAN

ucc(l) Docu

Make

Type of Blower

Location

Fluid to be handled
Capacity ( FAD) ( m¥hr)
Static Pressure (mm WG)
Quantity Required
Material of Construction
Housing

Inlet Side Plate (Casing)
Drive Side Plate (Casing)
Impeller / Rotor

Shaft

Common Base Frame
Type of Drive

Type of bearing

Testing and Inspection

MENT NO: P0207 - 1C - E04/D Rev 2

WRC ENGINEERING COMPANY
Centrifugal Fan

RCC FA silo Top

Air at 100°C, laden with fine fly ash.
8000

250

2 Nos.

Carbon Steel, 1S-2062

Carbon Steel, 1S-2062

Carbon Steel, 1S-2062

Carbon Steel, 1S-2062, 75 micron hard chrome plated.
EN-8

Carbon Steel, 1S-2062

V-Belt

Roller

Performance Test of Fan as per approved QAP.

Hydro test at 3 kg/cm?(g) for 10 minutes.

Painting

Acessories

Revision mark: 42

Data sheet for FA Silo Vent Fan
UCC(l) DOC .NO. P0207-1C-E04/D, R2

As per approved painting schedule.
Counter Flange at inlet and outlet, V Belt Guard,

Drive and driven pulleys, Anti- Vibration Pads,
Expansion Bellow at Inlet. €2
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